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Calibration points Original (to accompany instrument)
Calibration points and
Ch. No. | Parameter Sensor Range corresponding readings Unit
1 Reference Fixed reading, N: 436
2 Tesperature Sensor 1227 Low: -1.4 Cal. point L23 20,3
to 204 L | Roading, N 185 378
Cal. point 8 30,73 degrees C
Reading, N 3 978
Cal. point 19,89
to 80C Reading, N 32 348
3 Conductivity Cell 2994 Cal. point mmho/cm
No. Reading, N J2SOr Bot insialicy. Reads zdra
4 Sensor Cal. point
Reading, N Sensor not insthiled. Reads 1023
5 Direction Compass 1248 Cal. point 70 m degrees magn.
No.21%44 Reading, N 2%
3 Speed Rotor 2916 Individual units not calibrated
Conductivity Cell, reading with sea-water loop: ¥ Information about calibration is given in Chapter 6 in the
ohm, N = Operating Manual for RCM 7/8 (TD No. 159).
ohm, N =

Coefficients

Value of parameter in given unit = A + BN + CN2 + DN3

Ch. No. | Parameter A B C D Unit
1 Reference 9 ! 0 0
2

3 Conductivity")
4
5 Direction 1.000E<00 bl [} degrees magn.
6 Speed 1. 1008400 2.906E-01 ¢ ] cm/sec.
" Cell form factor: K = cm™!
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